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Lot Q4 8th Str.IP Long Hau Mo Rong, Long Hau Can Giuoc, 
Long An 850000
Vietnam

This is to certify that
representative samples of

QMTX - Plumbing Accessories

See Addendum Page for Product Designation(s).

Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate.

Standard(s) for Safety: UL 1951, 2nd Ed., Revision Date: 2017-08-25

Additional Information: See the UL Online Certifications Directory at 
https://iq.ulprospector.com for additional information

This Certificate of Compliance does not provide authorization to apply the UL Mark. Only the UL Follow-Up 
Services Procedure provides authorization to apply the UL Mark. 

Only those products bearing the UL Mark should be considered as being UL Certified and covered under UL’s 
Follow-Up Services. 

Look for the UL Certification Mark on the product.
UL-US-L319402-11-12708002-1
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This is to certify that representative samples of the product as specified on this certificate were tested according 
to the current UL requirements

Model Category Description
Ambience Pedicure spas, additionally classified in 

accordance with the water retention 
requirements of ASME/ANSI A112.19.7M-

2006
Elite Pedicure spas

Elite Platinum Pedicure spas, additionally classified in 
accordance with the water retention 

requirements of ASME/ANSI A112.19.7M-
2006

Elite Ultra Pedicure spas, additionally classified in 
accordance with the water retention 

requirements of ASME/ANSI A112.19.7M-
2006

Envision Pedicure spas, additionally classified in 
accordance with the water retention 

requirements of ASME/ANSI A112.19.7M-
2006

Essencia Pedicure spas, additionally classified in 
accordance with the water retention 

requirements of ASME/ANSI A112.19.7M-
2006

Infinity Pedicure spas
Liberte Pedicure spas, additionally classified in 

accordance with the water retention 
requirements of ASME/ANSI A112.19.7M-

2006
Luminous Pedicure spas, additionally classified in 

accordance with the water retention 
requirements of ASME/ANSI A112.19.7M-

2006
Magna Pedicure spas, additionally classified in 

accordance with the water retention 
requirements of ASME/ANSI A112.19.7M-

2006
Mystique Pedicure spas, additionally classified in 

accordance with the water retention 
requirements of ASME/ANSI A112.19.7M-

2006
Prestige Pedicure Spa
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Prive Pedicure Spa
PSD 400-XXX (*) Pedicure spas, additionally classified in 

accordance with the water retention 
requirements of ASME/ANSI A112.19.7M-

2006
Q-Spa Pedicure spas, additionally classified in 

accordance with the water retention 
requirements of ASME/ANSI A112.19.7M-

2006
Spa 100 Pedicure spas, additionally classified in 

accordance with the water retention 
requirements of ASME/ANSI A112.19.7M-

2006
Spa 200 Pedicure spas, additionally classified in 

accordance with the water retention 
requirements of ASME/ANSI A112.19.7M-

2006
Spa 300 Pedicure spas, additionally classified in 

accordance with the water retention 
requirements of ASME/ANSI A112.19.7M-

2006
Stellar Pedicure spas, additionally classified in 

accordance with the water retention 
requirements of ASME/ANSI A112.19.7M-

2006
Ultima Pedicure spas, additionally classified in 

accordance with the water retention 
requirements of ASME/ANSI A112.19.7M-

2006
Utopia Pedicure spas, additionally classified in 

accordance with the water retention 
requirements of ASME/ANSI A112.19.7M-

2006
V-Spa Pedicure spas, additionally classified in 

accordance with the water retention 
requirements of ASME/ANSI A112.19.7M-

2006
Versas Pedicure spas, additionally classified in 

accordance with the water retention 
requirements of ASME/ANSI A112.19.7M-

2006
Vigor Pedicure spas, additionally classified in 

accordance with the water retention 
requirements of ASME/ANSI A112.19.7M-

2006
Vista Pedicure spas, additionally classified in 
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accordance with the water retention 
requirements of ASME/ANSI A112.19.7M-

2006


